
Description:

Universal low weight - low size infantry target, stationary or mobile, remotely controlled 
by radio and/or able to work in an autonomous mode. The ‘CF3M’ is a rugged target 
system that can be used outdoors allowing either pop-up, lateral (scissor) or rotating 
movements.
Can be operated in autonomous mode (no command unit required, all the parameters can be 
selected via the target user interface) or from a command unit (e.g. CRC4 or ciblesCOM CCU)

Sound generator

Type of movement:
Frontal (pop-up, lateral (scissor) or rotating (90°) 
movement depending on type of behavior required 
and type of image selected.

Type of use:
Designed to be used with real ammunition as well as 
with simunition or simulator (laser).

Ammunition:
Designed to be used with ammunition ranging
from 5.56 to 12.7 mm  .

User Interface:
Easy to use, UI allows to configure the target system 
as well as to turn it into the autonomous mode (no 
command unit then required) 

Accessories:
All our target systems are equipped with an APP 
connector for use with different accessories 
(LOMAH, firing system, sound generator,...)
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Accessories:

Fixing and mountig system

Key features:

No maintenance required. Can stay in the 
field 365 days / year 

All the target parameters can be selected 
and modified via the target LCD based user 
interface (target ID, sensitivity, hit number, ...).

Can be controlled by radio or used in the 
autonomous mode (no portable or central 
command unit required).

Three types of target image movements can 
be rendered with a single target system for 
optimized training capabilities.

Technical specifications:

Size: 390 x 465 x 160 mm
Weight: 14.5 kg (18 kg with battery)
Movements: ~ 0.5 s 
Interfaces:  Radio VHF (136-174 MHz)
 Radio UHF (403-470 MHz)
Power supply: LiFePo4 12V/ 30Ah
 NiCd 12V/ 7Ah 
Nr. of cycles (up and down movement at 

20°C):
 ~5000 (Accu LiFePo4)
 ~3000 (Accu NiCd)
Duration of life: Our products are built to 

last 25 years
Reliability tests: Vibration, shock, 

temperature, CEM 

Minimum configuration:

 - fully autonomous
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Radial, pop-up and rotating 
target, type  CF3M

Universal Infantry target system 
"CF3M"

Portable Central Command Unit 
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Mvt. radial < 0.5 s ��

Mvt. pop-up < 0.5 s   

90° < 0.5 s


