
Description:

Remote control unit to command Baur SA target systems (target behavior, type of 
movements, etc.) and/or interact with their accessories (hit localization system, lighting, 
etc.) and visualize results.

 

 

 

iPad remote control unit 

iPad 
(or equivalent)

Minimum configuration:

             - WiFi LAN
             - WiFi target systems

Key features:

Easy to use Graphic User Interface (GUI)

Modularity

Flexible target remote control system

Latch system

 

��

Technical specifications:

Chip: Apple
OS: iOs
Storage: 16 - 62 Go
Display: 9.7" color backlighted multi 

touch
Interfaces:  Bluetooth, 
 WiFi (WLAN 802.11a,b,g,n)
Size: 241.2 x 185.7x 9.4 mm
Weight: 652g
Battery: Li-Pol 42.5Wh (built in)
Accessories: iSight camera (built in)
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Communication:
The data transfer between iPad - target systems is 
achieved with WiFi. 
Information related to target status, visualization and 
localization of miss and hits (when a LOMAH system is 
available), etc. occurs in real time.

Compatibility:
All target systems equipped with a WiFI module can be 
remote controlled with this command unit.

Modularity:
Modular design allows an easy integration of customer 
specific requirements

Language:
Software and on-line help available in English, German 
and French.

Target behavior definition Localization of miss and hits


